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1.0 PURPOSE  

1.1 The purpose of this document is to provide installation instructions for the TURBO VAC 40 
RE Curb Brush Option. 

 

2.0 ASSOCIATED DOCUMENTS   

2.1 Please reference the TV40 RE Operator’s Manual for a detailed parts drawing of all 
components listed in this option. A detailed breakdown of parts can be found in the Curb 
Brush Option section of the Operator’s Manual. 

 

3.0 TOOLS AND SUPPLIES REQUIRED  
3.1 The tools and supplies required to install this option as indicated in these instructions are 

listed below. Every time a tool is required, it will be underlined. 

3.1.1 7/16” Deep Socket 

3.1.2 7/16” Open End Wrench 

3.1.3 1/2” Deep Socket 

3.1.4 1/2” Wrench 

3.1.5 9/16” Deep Socket 

3.1.6 9/16” Open End Wrench 

3.1.7 3/4” Deep Socket 

3.1.8 3/4" Open End Wrench - QTY:2 

3.1.9 15/16” Open End Wrench 

3.1.10 15/16” Deep Socket 

3.1.11 1” Open End Wrench 

3.1.12 5/32” Allen Wrench 

3.1.13 3/8” Drill Bit 

3.1.14 Cordless Drill 

3.1.15 Mid-Torque Impact 

3.1.16 Water-Pump Pliers 

3.1.17 Pliers 

3.1.18 Dead-Blow Hammer 

3.1.19 Tape Measure 

3.1.20 Welding Clamps – QTY:2 

3.1.21 Diagonal  Flush-Cutting Pliers 

3.1.22 Blue Thread Locker 

3.1.23 Zip-Ties 

 
 

4.0 SAFETY REQUIREMENTS   

4.1 Proper PPE must be worn at all times when installing this kit. This includes safety glasses, 
ear protection, and work gloves. 
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5.0 INSTRUCTIONS   
1) Park the TV40 on level ground and place wheel 

chocks under each wheel to ensure the 
machine will not move during the installation of 
the curb brush kit. 

2) Using a Tape Measure and 2 Welding Clamps, 
place the Inner and Outer Lift Hanger 
Weldments (PN: 975131 & 975129) 9.25” from 
the front of the frame and .25” from the top of 
the frame on the right side of the machine. 
Refer to Curb Brush Option Drawing for 
measurements. 

3) Using the Inner and Outer Lift Hanger 
Weldments (PN: 975131 & 975129) as a 
guide, drill four holes using a 3/8” Drill Bit and 
a Cordless Drill.  

4) Using a 9/16” Deep Socket and a 9/16” Wrench, 
install the Inner and Outer Lift Hanger 
Weldments using the 3/8” Bolts (PN: 110495), 
Lock Washers (PN: 110672) and Lock Nuts (PN:110618) provided.   

 
5) Using a 1/2” Deep Socket and a 1/2” Wrench, 

install the 5/16” Bolt (PN: 110378) into the Lift 
Pivot Shaft (PN: 970759).   

6) Install the Lift Pivot Shaft into the hole on the 
Inner and Outer Lift Hanger Weldments with 
the bolt that was installed in the previous step 
facing towards the inside of the machine. 
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7) Install the Vinyl Grip Cover (PN: 910044) onto the 
Lift Lever Weldment (PN: 975127). 

8) Using Dead-Blow Hammer, install the Lift Lever 
Weldment (PN: 975127) onto the Lift Pivot Shaft 
(PN: 970759) and align the holes between the 
weldment and the pivot shaft. 

 
 
 
 
 
 
 
 
 
 
 
 
 

9) Using a 3/4” Deep Socket, install a 1/2” Bolt (PN: 
110553) and a 1/2” Nut (PN: 110610) into the Lift 
Tube Weldment (PN: 975125) with the head of the 
bolt facing towards the clevis end of the weldment. 

10) Using a 15/16” Deep Socket and a 15/16” Wrench, 
install the Lift Tube Weldment onto the Lift Lever 
Weldment (PN: 975127) using a 5/8” Bolt (PN: 
110385) and 5/8” Lock Nut (PN:110639). Do NOT overtighten. The weldment needs 

to be able to rotate. 
 

11) Using a 3/4” Deep Socket, remove the back 
hopper mounting bolt and install the Lift Latch 
Weldment (PN: 975130). Angle the weldment 
slightly before re-installing the mounting bolt and 
tightening. 
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12) Using a 7/16” Deep Socket and 7/16” Wrench, 
install the Stop Chain (PN: 970304) onto the 
Lift Lever Weldment (PN: 975127) using the 
1/4” Bolt (PN: 110464), Flat Washer (PN: 
110298), and Lock Nut (PN: 110630) provided. 
Install the bolt into the hole closest to the 
Lift Latch Weldment (PN: 975130) 

 

13) Using a 9/16” Deep Socket, install the 
Brush (PN: 902112) to the Brush 
Adapter Weldment (PN: 975128) using 
the 3/8” Bolts (PN: 110400), Flat 
Washers (PN: 110676), Lock Washers 
(PN:110672), and Nuts (PN: 110826) 
provided. 

 
 

 
 
14) Using a 9/16” Deep Socket and Blue 

Threadlocker, mount the Brush Motor Mount 
Arm (PN: 970748) to the Motor (PN: 922004) 
using the 3/8” Bolts (PN: 110420), and Lock 
Washers (PN: 110672) provided. Make sure 
the hydraulic ports are facing towards the right 
side of the motor mount. Be sure to apply 
Blue Thread Locking Compound to the 
bolts AND to the inside of each hole on the 
hydraulic motor before installation. 
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15) Using Water-Pump Pliers and a 1” Wrench, 
remove the plugs from the Motor (PN: 922004) 
and install two 6MJ-10MB Adapters (PN: 
120144) into the motor. 

 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

16) Using Pliers, remove the key from the Motor 
(PN: 922004) and install the Spacer (PN: 
970764) over the motor shaft. Using a Dead-

Blow Hammer, re-install the key into the 
motor. 

 
17) Using Blue Threadlocker, apply a small 

amount to the inside of the threaded hole 
on the Motor (PN: 922004) output shaft.  

 
 

18)Using a 7/16” Deep Socket and Blue 
Threadlocker, install the Motor (PN: 922004) 
to the Brush Adapter Weldment (PN: 975128) 
using the 1/4” Bolt (PN: 110474), Lock 
Washer (PN: 110667) and Washer (PN: 
970763) provided. Apply Blue Thread 
Locking Compound to the threads on the 
1/4” Bolt before installation. 
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19) Using a 5/32” Allen Wrench and Blue 
Threadlocker, remove the set screw on 
the Brush Adapter Weldment (PN: 
975128), apply Blue Thread Locking 
compound to the set screw and re-insert 
the set screw into the Brush Adapter 
Weldment.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
20) Using a 9/16” Wrench and a 9/16” Deep 

Socket, attach the brush and motor to the Lift 
Tube Weldment (PN: 975125) using 3/8” bolts 
(PN: 110435), Flat Washers (PN: 110676) and 
Nuts (PN: 110826). Orient the brush and 
motor so that the top of the motor is tipped 
slightly away from the machine.  

 
21) Using two 3/4" Wrenches, set the angle of the 

brush by adjusting the 1/2" Bolt (PN: 110553) 
that was previously installed. 

 
22)Using a 1/2” Deep Socket, remove the Belt 

Guard (PN: 905189). This will allow for better 
access when installing the hydraulic lines. 
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23) Using a 3/4" Wrench, install Hose (PN: 
922089) to the front port on the curb brush 
motor. Route the hose above the frame and 
directly below the impeller bearing. Attach 
the hose to the back port on the brush rotor 
motor.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

24) Using a 3/4” Wrench and Water-Pump 
Pliers, attach Hose (PN:920034) that was 
already installed on the machine to the front 
port on the brush rotor motor. Loosen the 
side of the hose that is connected to the 
hydraulic oil filter housing. This will allow 
you to properly align the hose end with the 
brush rotor motor. 

 
25) Using a 3/4” Wrench, attach hose 

(PN:920033) that was already installed on 
the machine to the back port on the curb 
brush motor.  
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26) Using Zip-Ties and Diagonal 

Flush-Cut Pliers, tie up all loose 
hoses with and secure them to the 
frame of the machine. Be sure to 
secure the hoses in a manner that 
prevents binding or unintended 
wear.  

27)Start the machine to verify brush 
direction and check for hydraulic 
oil leaks. The brush rotor must 
be spinning in the 
counterclockwise direction. 

 

 
28) Using a 1/2” Deep Socket,         

re-install the Belt Guard 
(PN:905189).  

 
 
 
 
 

 
 
 
 
 
 
 


