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1.0 PURPOSE  

1.1 The purpose of this document is to provide installation instructions for the corded remote 
option on the TURBO VAC 60RE and 60HD models. 

 

2.0 ASSOCIATED DOCUMENTS   

2.1 Please reference the TV60 RE Operator’s Manual for a detailed parts drawing of all 
components listed in this option. A detailed breakdown of parts can be found in the control 
panel assembly section of the Operator’s Manual. 

 

3.0 TOOLS AND SUPPLIES REQUIRED  
3.1 The tools and supplies required to install this option as indicated in these instructions are 

listed below. Every time a tool is required, it will be underlined. 

3.1.1 3/8” Open End Wrench 

3.1.2 7/16” Open End Wrench 

3.1.3 1/2” Deep Socket 

3.1.4 Phillips Head Screwdriver 

3.1.5 Flat Head Screwdriver 

3.1.6 Diagonal Cutting Pliers 

 
 
 
 
 

4.0 SAFETY REQUIREMENTS   

4.1 Proper PPE must be worn at all times when installing this kit. This includes safety glasses, 
ear protection, and work gloves. 
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5.0 INSTRUCTIONS   
1)  Park the TV60 on level ground and place wheel chocks under each wheel to ensure the 

machine will not move during the installation of the corded remote. 
 
 
 
2)   Using a 1/2" deep socket, remove the 4 

bolts holding the control panel assembly 
on. 

 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

 
3)  Using a flat head screwdriver and a 3/8” 

Open End Wrench, remove the two 
bolts holding the Kar-Tech Receiver to 
the control panel assembly. 
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4)   Using diagonal cutting pliers, remove 
the zip ties that hold the receiver wires 
to the wiring harness. Also use a 7/16” 
open end wrench and a Phillips head 
screwdriver to remove the bolt going 
through the Adel clamp.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

 
5)   Unplug the Kar-Tech receiver and 

remove it.  
 

6)   Route the corded remote through the 
Adel clamp and plug into the wiring 
harness. Using a 7/16” open end 
wrench and a Phillips head 
screwdriver, reinstall the Adel clamp 
and tighten. 

 
7)   Using a 1/2” deep socket, reinstall the 

control panel assembly.  
 
 
 
 

 
 
 


